
1000/2000 Series 
4000 SeriesClearly The Right Choice!



3
  

1
/

1
6

"
Fr

a
m

e
 D

e
p

th

Interior

Exterior

1000 Series Cross-section 2000 Series Cross-section

1000/2000 Series
These lightweight but reliable and versatile door products
can be utilized in many applications. The 1000 series narrow
2-3/16” frame allows installation over existing patio doors
to improve security and thermal performance. The 2000
series with it’s 3-1/16 frame depth and sliding screen can be
manufactured with single or double glass and available in a
range of standard colors. The2000 series available with high
performance sill option*. If you are building a screen room,
the 1000 series frame can be used with two screens to
enclose a porch or pool area, or upgrade to a screen insert
system to offer elegance to your bug-free sitting area.
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White/ Black
Handle

Screen Insert
(Optional)

High Performance Seal (Optional)
*2000 series only

Standard Options

2
  
3

/
1

6
"

Fr
a
m

e
 D

e
p

th

Interior

Exterior



5
 3

/
4

" 
Fr

a
m

e
 D

e
p

th

Interior

Exterior

5
 3

/
4

" 
Fr

a
m

e
 D

e
p

th

Interior

Exterior

4000 Series Cross-section - Double Pane 4000 Series Cross-section - Triple Pane
(also available in quadruple glass)

4000 Series
This door consists of two interior and two exterior sashes, 
with a high quality sliding screen in between, with a contin-
uous perimeter thermal break. The gap between the interior 
and exterior sashes is beneficial to improved thermal perfor-
mance, the dead air performs as an insulator, in conjunction 
with the use of high performance seals, gaskets, and weath-
er-strip there is very little movement of air within the cavity.
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Available in custom sizes and colors to suit
project-specific requirements.

Drewlo Apartments- London Ontario599 Strasburg Rd. - Kitchener Ontario



Designed for comfort, durability, and long-term performance

Available Door Heights

79 5/8 (6’8”) Standard* Custom heights up to 96” (8’0)

clearview.on.ca 
info@clearview.on.ca

Canada Toll-free: (888) 253-2739
Tel: (416) 745-6666
Fax: (416) 745-3711

45 Fenmar Drive
Toronto, ON M9L1M1 

Canada
Brochure design and photography by Dreiden Inc.

Nominal Width

10068 118 1/2

12068 142 1/2

16068 190 1/2

Nominal Width

7668 87 5/8

9068 105 5/8

12068 141 5/8

Nominal Width

5068 59 1/2

6068 71 1/2

8068 95 1/2

OX

O X

Nominal Width

7668 89 7/8

9068 107 7/8

12068 143 7/8

OO X

O OX

O OX

OO X OXO X

Sizes and Configuration

The 4000 series’ dual-sash construction — with interior and exterior panels — creates an insulating air space that helps keep your home 
warmer in the winter and cooler in the summer. Combined with a continuous thermal break and high-performance seals, it significantly 
reduces drafts and improves overall energy efficiency.

Built to handle the elements, the system is engineered to manage water and air pressure effectively. The internal cavity helps direct water 
away from the home while minimizing air movement inside the door, providing strong resistance against wind and water infiltration — even 
in demanding weather conditions. With precision-engineered joints for a tight, clean finish, the 4000 Series is built to last.

Standard
Classification

CAN-CGSB CAN-CGSB CAN-CGSB

Air Infiltration A3 A3 A3

Water Infiltration 137 Pa (B1) 200 Pa (B2) 400 Pa (B4)

Windload Resistance C3-1000 Pa 
(20.8 Psf)

C2-750 Pa 
(15.7 Psf)

C1-500 Pa 
(10.4 Psf)/ C3-1000 Pa 

(20.8 Psf)

Ease Of Operation E3 E3 E3

Forced Entry F1 F1 F1

Temperature Index I40 I54 I54

Performance Ratings

*2000 series High
Performance sill add 

3/4” sill height.

599 Strasburg Rd. - Kitchener Ontario

*All units of measure are in imperial.


