
6200 Series & 
6500 SeriesClearly The Right Choice!



High-Performance Residential
Sliding Patio Door
The 6200 series is manufactured of high quality extruded 
PVC material, providing an energy efficient patio door which 
is available to meet ENERGY STAR* Qualification. Simply 
add the Cardinal (4th surface) Lowe i89 to our standard 
Dual glazed E180 ESC IG unit, or the optional Triple Glazed, 
Double Lowe E180 ESC, IG unit to meet Energy Star* require-
ments. The 5-7/8” frame allows for ease of installation and 
caulking application when replacing older sliding doors. The 
newly designed sill threshold is supplied with a stainless 
steel panel track, and a unique drainage system which will 
provide years of easy gliding and performance.

*6500 Series not listed with Energy Star
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2” Wood Jamb 3” Wood Jamb

Interior Wood Extensions

1 1/4” PVC Extension

6200 Series 6500 Series

1” Brick Mold 2” Brick Mold

Brick Moulding & PVC Extensions

Standard Options



Customization

Handle Options Security Options

Transom, sidelite, panel options are available for 
larger openings (design pending)

Available in custom sizes and colors to suit
project-specific requirements.

Cordless blinds between 
glass: no exposed cords 
makes the blinds safe for 
children and pets.

Contemporary fingertip 
controller for raise, lower, tilt 
functions.

Guardian Lock Kick Lock

Expanded Configurations

Enclosed Mini-Blinds

- Supports a wide range of glass types: low-e, tinted, laminated, etc.
- Standard 1” insulated glass unit with various configurations
  including vacuum insulated glass IG units (contact us for more details)

Glazing Options

1

2

White/ Black 
(Standard)

Bright
Chrome

Brushed
Chrome

Euro SQ 
Satin Nickel

Euro SQ 
Black

Multi-Point
(Lock Upgrade)



High-Performance Design for Long-Term Efficiency.

Performance Class 
(NAFS)

NAFS 11
LC-PG30

NAFS 11
LC-PG40

Air Infiltration A3 A3

Water Infiltration 400 Pa 400 Pa

Windload Resistance 1440 Pa 
(30 Psf)

1920 Pa 
(40 Psf)

Ease Of Operation PASS PASS

Forced Entry GRADE 10 GRADE 10

Condensation
Resistance

58 58

Available Door Heights

79 5/8 (6’8”) 81 1/2 (6’10”) 95 (8’0)

clearview.on.ca 
info@clearview.on.ca

Canada Toll-free: (888) 253-2739
Tel: (416) 745-6666
Fax: (416) 745-3711

45 Fenmar Drive
Toronto, ON M9L1M1 

Canada

Performance Ratings

Brochure design and photography by Dreiden Inc.

Nominal Width

10068 116 1/2

12068 140 1/2

16068 188 1/2

Nominal Width

7668 86 5/8

9068 104 5/8

12068 140 5/8

Nominal Width

5068 59 1/4

5868 58 5/8

6068 71 1/4

6868 70 5/8

8068 95 1/4

OX

O X

Nominal Width

7668 88 3/8

9068 106 3/8

12068 142 3/8

OO X

O OX

O OX

OO X OXO X

Sizes and Configuration
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Built with an extruded PVC vinyl frame that resists heat 
transfer and will never warp, rot, or split, this door delivers 
long-term durability and energy efficiency. Tempered 
Low-E glass with argon gas and a warm-edge spacer 
enhances insulation, while reinforced stiles and precision 
acetal rollers ensure strength, smooth operation, and 
quiet performance for years.

6200 Series cross-section 6500 Series cross-section


