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Installation Guide of a sidelite on a 6200 Series Sliding Door 
GENERAL: Door elevations shown in these instructions are as viewed from the outside. 

 

 

 

 

 

                                                                    “XO” DOOR with Sidelite                                         “OX” DOOR  with Sidelite         

1.0 Notes 

1.1 A door with sidelite should be installed together as a single unit.  

If door comes Dry-glazed:  

1.2 Assemble the sidelite and door frame without glass panels (if installed). 

1.3 Use a pry to remove glass stops then proceed to remove the glass stops carefully from the transom.  

2.0 How to assemble sliding door and sidelite 

2.1 Measure door and sidelite height, confirm that they are equal sizes. 

2.2 Place sliding door and sidelite on ground, interior side up. 

2.2 Position ¾” plywood next to the sidelite, make sure they align properly. Use 5 pairs, evenly 
spaced #10 x 1 ½” flat head countersunk tapping screws, to fasten the plywood on to the sidelite 
(figure 1). 

2.3 Place the sidelite with plywood next to the sliding door. Use sealant along the exterior of the 
sidelite and sliding door channels (figure 2).  

2.4 While standing over the door, insert coupler into the channel between the sidelite and sliding 
door jamb. Apply pressure to coupler starting at top working downward to sill. Repeat the same 
process to insert the coupler on the exterior side of the sidelite and sliding door.  

2.5 Clean up any excess of sealant from the coupler, sidelite and sliding door frame. 

2.6 Once assembled, install the door with the sidelite inside the wall opening. 

Notes:  

- If brickmould is supplied, refer to brickmould installation instructions. 
- Follow the Assembly and Installation guide for the 6200 Series door by Clearview to install the 

door into a wall opening and install the glass panels. 
- See figure 5, for recommended anchor points and shim’s locations. 
- Cover installation holes, with screw caps. 

 

 

3.0 How to install the glass into the sidelite (if dry glazed): 

3.1 Once the sliding door and sidelite have been assembled and installed into the wall 
frame opening, peel the paper backer from the Polyshim II tape (figure 4). 

3.2 Confirm that the setting blocks are in place (figure 4). Ensure that they are evenly 
spaced. 

3.3 Insert glass inside the sidelite frame. The glass should make full contact with the 
Polishim II tape and should sit on top of the setting blocks (figure 4)  

3.4 Apply a heel bead of sealant around the interior side of the glass (figure 4). 

3.5 Press the glass stops back into place (figure 4) 
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Recommended anchor points and shim’s locations 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Section details, horizontal and vertical cross sections: 
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